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NOTES:

1.  INSTALLATION MUST BE IN ACCORDANCE WITH THE CODES 
AND PRACTICES OF THE COUNTRY IN USE.

2. ASSOCIATED APPARATUS USED FOR THE +EXC/-EXC CIRCUIT
MUST HAVE A LINEAR OUTPUT AND BE CERTIFIED WITH THE
BARRIER PARAMETERS THAT MEET THE FOLLOWING
CONDITIONS:

Uo <  Ui
Io <  Ii
Co <  Ci + Ccable
Lo <  Li + Lcable

3. SHUNT SWITCH OR RTD (WHERE APPLICABLE) WIRING IS
INTRINSICALLY SAFE AND IS FOR CONNECTION TO A VOLTAGE
FREE CONTACT, OR CERTIFIED RELAY CONTACT BARRIER WITH
A VOLTAGE FREE CONTACT.

4 CAN BE ONE BARRIER WITH ISOLATED PRESSURE AND
TEMPERATURE WIRING OR TWO SEPARATE BARRIERS.

SAFE AREA HARZARDOUS AREA

THIRD PARTY AGENCY APPROVAL CODE: AN-S

A) PRESSURE OR TEMPERATURE OUTPUT

PRESSURE

Ex ic IIC T5 Gc  (-40°C < Ta < 85°C)
Ex nA IIC T5 Gc  (-40°C < Ta < 85°C)
ENTITY PARAMETERS: *
Ui = 28V
Ii = 100mA
Ci = 27.2nF
Li = 0
Pi = 0.7W

* UNITS ARE ALSO Ex nA IIC AND CAN BE
INSTALLED WITHOUT BARRIERS AND PER
ZONE 2 INSTALLATION REQUIREMENTS.
WHEN INSTALLED AS AN nA DEVICE,
ELECTRICAL CONNECTIONS CANNOT BE
SEPARATED WHEN DEVICE IS ENERGIZED.

B) PRESSURE AND RTD C) AMPLIFIED PRESSURE AND TEMPERATURE

TEMPERATURE

Ex ic IIC T5 Gc  (-40°C < Ta < 85°C)
Ex nA IIC T5 Gc  (-40°C < Ta < 85°C)
ENTITY PARAMETERS: *
Ui = 28V
Ii = 100mA
Ci = 27.2nF
Li = 0
Pi = 0.7W
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