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MODEL BRCT

CLAMP-ON THERMOMETER

BR5SL-T-008

FEATURES:

SPECIFICATIONS:

• Dial: 2.5" (63mm) aluminum with black markings 
• Case: Steel
• Lens: Plexiglass
• Ring: Steel, chrome plated 
• Sensing Element: Bi-metallic coil
• Pointer: Aluminum, painted black
• Over-Range Enclosure Rating: 25% of Full-scale value 
• Ambient/Process Temperature: -40 °F to 390 °F

(-40 °C to 200 °C)
• Accuracy: ±3% of Full-scale
• Enclosure Rating: IP52

Model BRCT
Clamp-On Thermometer

APPLICATIONS:

• To measure surface temperature on pipe.

REV-A

• Clamp-on design with steel spring 
• Dual Scale (°F & °C)  
• Easy to install
• Fits pipe sizes to 4" (100mm)



BRCT CLAMP-ON THERMOMETER

All specifications are for reference purposes only. In the interests of continuous product improvement, all specifications are subject to change without notice. 
Please contact Blue Ribbon Corporation for assistance with your application.

DIMENSIONAL DRAWING
All dimensions are in inches (mm)
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BRCT Clamp-On Thermometer

Range Code
-40 °F to 390 °F & -40 °C to 200 °C BRCT


