
PSI in. wc Bar
PC 1.0 WT 5.0 UJ 1.0

PE 2.0 WV 7.5 UK 1.5
PG 3.0 WX 10 UL 2.0
PJ 5.0 WZ 15 UM 3.0
PL 7.5 XB 20 UN 5.0
PN 10 XC 25 UP 7.5
PP 15 XD 30 UQ 10
PQ 3-15 XF 50 UR 15
PR 20 XH 75 US 20
PS 3-27 XK 100 UT 30
PO 25 XM 150 UV 50
PT 30 XO 200 UX 75
PV 50 XQ 300 UY 100
PX 75 XS 500 UZ 150
PZ 100 XU 750 VA 200
RB 150 XW 1000 VB 300
RD 200 XY 1500 VC 350
RE 250 YA 2000 VD 500
RF 300 VE 700
RH 500 VF 750
RJ 600 UA 1000
RK 501 UH 1400
RM 1000 UB 1500
RO 1500 UC 2000
RR 2000 UD 3000
RS 2500 UE 5000
RT 3000 UF 7500
RV 5000 UG 10k
RW 6000
RX 7500
RZ 10K
SB 15K
SD 20K
SF 30K
SH 50K
SK 75K
SM 100K
SO 150K
SZ Non-Stand. 

Miscellaneous Mpa
TA 760 mm Hg YG 0.05
TC 30 in Hg YH 0.10
JK 23 - 35inHgA YJ 0.15

YK 0.20
Model 311 YL 0.25
Option GR Only YM 0.50
TG 0-5 through 0-15 YN 1.0
TJ O-6 through 0-30 YO 1.5
TL 0-20 through 0-100 YP 2.0
TN 0-60 through 0-300 YR 2.5
TP 0-200 through 0-1000 YS 5.0
TR 0-600 through 0-3000 YT 10.0
TT 0-1000 through 0-5000 YU 15.0
TV 0-4000 through 0-20000 YV 25.0

YX 60.0
YY 100.0
YZ 140.0

Pressure Type Codes
2 Gauge
3 Absolute
4 Vacuum
5 Differential
6 Sealed Gauge (Hermetic)
7 Gauge (Non-Hermetic Seal,≥300 psi)
8 Elevated (Suppressed Zero)
9 Other
10 Compound (Gauge & Vacuum)


